RoofBITE™ Line

**Purpose**

RoofBITE tapes were designed by PARR Technologies as a one-part solution for roof repairs, seaming and waterproofing. This innovative line of products was designed for both commercial and residential sloped roofing applications as a single step solution for long term success.

Formulated by PARR for long life-cycles, these products will increase the energy efficiency of your roof system. Unlike competitors’ materials, PARR’s adhesive will not oxidize over time, crack or harden. It is a flexible seal that will adjust with the natural movements of your building system.

Versatility was what we had in mind during the formulation of this compound. We used a unique blend of our butyl technology and blended it with our proprietary block co-polymer synthetics to create a wide temperature application range adhesive that will adhere on wet surfaces at temperatures below 0°F, while maintaining their thermal stability at temperatures up to 300°F.

Having difficulty adhering to some surfaces? No problem for PARR, being a lab driven manufacture we had the wide variety of surfaces and other adhesives you might come into contact with in mind. This proprietary adhesive blend will not allow for plasticizer migration like other butyls when in prolonged contact with TPO, EPDM, Asphalt and Coal Tar BURs, CPE and Vinlys. It is also compatible with emerging market share surfaces such as Densdeck®, Solarboard® and Greenboard®. List of all approved surfaces available upon request.

Our value in this product is not only the product itself, but how it makes its way into your hands. We formulate, manufacture and convert all our products in one location. This gives us a leg up, not only on price and availability, but because we have the knowledge and expertise to provide solutions in-house. It’s an evolving marketplace and you need a supplier that can evolve with it and your changing needs.

### RoofBITE Line

- **RubberBITE** - Seaming and Repair tape for EPDM rubber roofing system.
- **TPOBITE** - Seaming and Repair tape for commercial TPO roofing systems.
- **FleeceBITE** - Fleece backed butyl repair tape. Compatible with polymeric coatings, and primers. Coatings must be used for long term UV stability.
- **DoubleBITE** - Lap seam tape.
- **PETBITE** - Anti-friction tape.
- **B/WBITE** - General purpose roofing repair and seam tapes. Comes in black and white color variations.
- **AlumiBITE** - Aluminum backed mechanical seaming tape. Combination of high grade reflective surface and butyl compound allow for long term exposure to elements.
Packaging
All RoofBITE tapes are available in 2", 3", 4", 6", 8", 12", 18" and up to 47" widths.
Specially packaging and private labeling opportunities are available. Ask your PARR Sales Associate about these opportunities.

Application
Must be applied to a contaminant free surface (dust, dirt, grease, etc.)
A light mineral spirit can be used to ensure a contaminant free surface.

Freight
Class 55 "non-hazard".

Shelf Life
5 Years

Color
Adhesive – Gray (will not stain surfaces.)

STEP 1: Surface must be clean and dry, moisture, dust, dirt and other foreign matter should be removed before use of project.
STEP 2: Cut to length.
STEP 3: Remove release liner.
STEP 4: Apply using even pressure across the width of the product forcing bond between surfaces.
STEP 5: Smooth out all air bubbles. For extreme bubbles, with a razor, create a small puncture and apply weight or pressure over the bubble. The BITE compound will reseal itself.

The information contained herein is believed to be reliable, but no representations, guarantees, or warranties of any kind are made as to its accuracy, suitability for particular applications, or the results to be obtained there from. All products purchased from Seller are subject to the terms and conditions as set out in the contract, order acknowledgment, and/or bill of lading. Before using the products, the user should determine the suitability of the product for its intended use. SELLER MAKES NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, EXCEPT THAT THE PRODUCT CONFORMS TO THE CHEMICAL DESCRIPTION ON THE LABEL. IN NO EVENT SHALL THE SELLER BE RESPONSIBLE IN ANY MANNER FOR PERSONAL INJURIES OR PROPERTY DAMAGE, OR ANY OTHER TYPE OF LOSS RESULTING FROM THE USE OF THIS PRODUCT. Nothing contained herein is to be considered to imply the nonexistence of any practice any patented invention, covered by any patent without permission or authority from the owner of the patent.